


TECHNICAL SPECIFICATION: LUMIKKO 15D Plus

FRAME AND COVERING

Chassis: Hot-zinced steel

Antivibration: Compressor, electric motor and diesel
engine are mounted to a separate frame,
isolated from the main frame
by rubber-steel isolators

Exterior: UV-protected, ABS-plastic

COMPRESSOR

Compressor: Bock FKX-2, designed for transport

Number of cylinders:
Lubrication:

DIESEL ENGINE
Diesel engine:

vehicles
Two(2)
Pressure oiling with oil pump

3-cyl. Kubota 722

Power: 14 KW / 3600 rpm, SAE-J1349
Revolutions: 2200 rpm

Transmission: V-belts

Fuel: From the truckis tank or separate tank

EVAPORATOR AND CONDENSER

Fins: Aluminium
Tubes: Copper
Connections: Connected to the compressor by flexible

steel-weaved pipe

REFRIGERATION
Diesel engine-driven, automatically controlled by a thermostat.

Refrigerant: R 404a
Refrigeration capacities: Outside temperature +30°C
Inside the body Capacity Max. volume
(°C): (kW): (m?):
+0 4,48 42
-20 2,33 22

Freeze body FRC, max. length 4 m, 0,4 W/m*K
Cold body FNA, max. length 7,7 m, 0,7 W /m#K
(width 2,5 mm x height 2,2 m)

HEATING

The heat is distributed all over the body by efficient fans. Diesel-
engine coolant circulates in a seperate coil in the evaporator to give
4,0 kW heating capacity.

DEFROST

Either automatically controlled by a pressure difference switch, or
manually. During defrost the fans are at standstill, thus the defrost
period is most efficient.

SAFETY AND CONTROL DEVICES

- Qil pressure cut-out / stop of motor

- High coolant temperature cut-out / stop of motor
- Automatic fuses 12V

- Compressor HP / LP cut-out

- Overheat cut-out
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OPERATION CONTROL

- The unit is controlled by a thermostat, which automatically
selects heating or cooling mode

- Running hourmeter

- Thermostat and display of body temperature in control panel

- Glow/ start - switch

- Automatic defrost / manual operation

- Defrost thermostat

STANDARD EQUIPMENT

- Block heater 500 W / 230 V
- Fuelfilter and pump

- Battery and battery box

- Cabin unit

- Wintercover

OPTIONS

- Fueltank 70|

- Container package

- Block heater 230 W / 24 V, alternative for 230 V heater
- Fuel heater 12V

- Extra heating 4 kW

- Electric drive

- Service interval counter

GARANTEE

12 months garantee,
of original spare parts
and normal time work
made by authorized
Lumikko service.

Cabin unit, standard equipment
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Korin keskilinja/

Skapets mittlinje/
Body middie line

Asennusaukko/Monteringsdppning/Installation opening : 345 x 950 mm

Kylmakoneen paino/Aggregats vikt/Unit weight :
*) = Vahintaan kattoelementin paksuus/
Minst tjiocklek av takelement/At least thickness of roof-element

290 kg/kgs

Lumikko 15D Plus Mitat/Matt/Dimensions: = 559905

1/99



