
// Fresh on the Road
LUMIKKO TEMPERATURE CONTROL UNITS 

FOR TRUCKS AND TRAILERS



WE DESIGN,  
DEVELOP AND BUILD  
TEMPERATURE CONTROL SOLUTIONS  
THAT ARE INNOVATIVE,  
RELIABLE, COST-EFFECTIVE  
AND ENVIRONMENTALLY  
SUSTAINABLE.

WE FOCUS ON QUALITY AND INNOVATION

We develop technologically high quality temperature control solutions  

that continue to have the best refrigeration capacity on the market.  

We are committed to precise testing procedures and our manufacturing  

processes are efficient and quality assured.

WE TAKE CARE OF OUR CUSTOMERS

Our aim is to always keep our customers satisfied by helping them do  

their job better. We aim to develop long term customer relationships,  

which are supported and deepened by our excellent after sales services.

RELIABILITY BRINGS SAVINGS

Our aim is to minimize maintenance of our temperature control solutions and 

offer them the best reliability throughout the whole life cycle of the product. 

With reliable, innovative solutions we will also save the environment.
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TRANSPORT CAPACITY

A built-in evaporator enables all-round use of  

the cargo space and optimization of the transport 

capacity. The air circulation has been developed 

by simulating cargo space temperatures and  

air circulation velocity.

NEW DESIGN

The new design accentuates the dynamics,  

nimbleness and inventiveness of Lumikko.  

Thanks to this design, it is easier than before to 

install the device even in a truck with a high cab.

COOLING POWER

The frost power is also sufficient for  

FRC-classified frozen food transports and 

FNA-classified chilled transports in larger trucks. 

SMALL AND LIGHT

By combining the compressor and the electric 

motor, the product has become a light and small 

hybrid innovation.

LOW FUEL CONSUMPTION

The purchase price and running costs of the 

device are profitable in the power class. A 40% 

lighter machine reduces the truck’s fuel consump-

tion and gives load capacity for transport.

LOW SERVICE COSTS

The optimization of parts and components  

as well as the modular construction make  

the product more reliable. Profitable running 

costs and reduced service costs bring cost- 

effectiveness for the whole life cycle.

COST EFFECTIVE THROUGHOUT THE LIFE CYCLE
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FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com
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Lumikko L5BHS is ideal as a power source  
for temperature controlled bodies of  
small and medium-sized trucks. 

RELIABILITY AND SAVINGS
In addition to a small size and a light-weight construction, the new Lumikko L5BHS brings, even to this  

size class, a representative of the hybrid product family that has multi-compartmentation capability and  

an evaporator that does not take up cargo space.

COMPETITIVE AND INNOVATIVE
An integrated evaporator and multi-compartmentation capability make it possible to use the entire  

cargo space. L5BHS utilizes, both in heating and defrosting, the hot gas feature enabled by hybrid  

technology, thus providing an even more optimized temperature regulation of the cargo space.

MAXIMIZED USE OF CARGO  
SPACE IN A SMALL PACKAGETRUCK SOLUTION

L5BHS
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L5BHS TECHNICAL DATA

Technical data

Weight    450 kg

Diesel engine   3 cylinders / 16 kW

Compressor   4 cylinders / Hybrid BHS

Refrigerant   R452A / 5,0 kg

Applications

FRC max    8,5 m

FNA max    13,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In diesel mode  9481 W  5014 W 

In electric mode   9202 W  4935 W

Heating capacity at an outdoor temperature of -20 °C

In diesel mode   5600 W 

In electric mode   5600 W 

Fan power

Evaporator air volume  2400 m3/h 

Air exit speed  17,8 m/s
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FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com
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L6BHS

Lumikko L6BHS is ideal as a power 
source for temperature controlled bodies 
of medium-sized and large trucks. 

VERSATILE EFFECTIVENESS
L6BHS adds to the modular hybrid product family. Small and lightweight,  

L6BHS gives the hybrid product family, in addition to multi-temperature readiness,  

a great heating and cooling capacity as well as the capability to use a remote evaporator.  

COST EFFECTIVE AND FLEXIBLE
A cost effective purchase price, low fuel consumption, multi-temperature readiness  

and minimum service requirements give you a maximum transport capacity.  

L6BHS is even more suitable for severe Nordic conditions, because the hybrid technology  

enables the utilization of the hot gas feature for heating the cargo space.

HYBRID EFFECTIVENESS
VERSATILE
HYBRID EFFE

TRUCK SOLUTION
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The ingenious design and details of L6BHS accentuate the dynamics and nimbleness of Lumikko.  

Thanks to this design, it is easier than before to mount the device even in a truck with a high cab.

FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

L6BHS TECHNICAL DATA

Technical data

Weight    460 kg

Diesel engine   3 cylinders / 16 kW

Compressor   4 cylinders / Hybrid BHS

Refrigerant   R452A / 7,0 kg

Applications

FRC max    9,0 m

FNA max    15,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In diesel mode    11394 W 6117 W 

In electric mode   11206 W 6057 W 

Heating capacity at an outdoor temperature of -20 °C

In diesel mode   8500 W

In electric mode  4600 W

Fan power  

Air volume   3740 m3/h

Air exit speed  10,0 m/s
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UMT6BHS

RELIABLE HYBRID TECHNOLOGY
Lumikko is launching a new temperature control unit that is intended to be installed under 

the truck’s body and meets modern requirements. The design of the UMT6BHS temperature 

control unit is based on the hybrid technology that has already proven reliable and functional 

in Lumikko’s other products. 

SIMPLE MAINTENANCE
As a standard feature, the unit is equipped with a slide system and can be pulled out from 

under the body, which makes maintenance easy. The UMT6BHS temperature control unit also 

brings a new diesel engine solution into the Lumikko product family.

HYBRID POWER  
UNDER THE BODY

Lumikko UMT6BHS is ideal as a power 
source for temperature controlled bodies 
of medium-sized and large trucks. 

TRUCK SOLUTION
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As a standard feature, the Lumikko UMT6BHS can be pulled out for easy maintenance at ground level.  

Since the temperature control unit does not take up space above the cab, it is the ideal solution for trucks with high cabs.
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FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

UMT6BHS TECHNICAL DATA

Technical data

Weight    460 kg

Diesel engine   3 cylinders / 16 kW

Compressor  4 cylinders / Hybrid BHS

Refrigerant   R452A / 7,0 kg

Applications

FRC max    9,0 m

FNA max    15,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In diesel mode   11625 W  6542 W

In electric mode   11600 W  6328 W

Heating capacity at an outdoor temperature of -20 °C

In diesel mode   5600 W

In electric mode  5600 W

Fan power

Air volume   3800 m3/h

Air exit speed  12,0 m/s
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LOW EMISSIONS 
The hydraulic motor runs the temperature control 

unit without additional diesel. This results in  

significantly decreased carbon dioxide, nitrogen 

oxide and particle emissions during transportation.

QUIET 
Due to the quiet hydraulic engine, the engine sound 

of the temperature control units is nearly undetect-

able. Low noise emissions make for more pleasant 

driving and benefit distribution traffic during the 

night and early morning.

COST-EFFECTIVE 
The hydraulic engine requires little maintenance, 

and no additional diesel fuel is needed to run  

the temperature control unit. This brings marked  

reductions to both the products’ operational and 

life cycle costs. 

AN ECOLOGICAL  
SOLUTION  
FOR TRANSPORT  
TEMPERATURE CONTROL 

FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

GREEN TEMPERATURE CONTROL

HYDRAULIC PRODUCT FAMILY
Lumikko’s new family of hydraulic products is a 

green solution for transport temperature control. 

The units’ hydraulic engine receives its power 

directly from the transport vehicle’s PTO – one 

engine, double the benefits. The solution reduces 

both fuel consumption and emissions. 
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ECOLOGICAL EFFECTIVENESS 
The L6H truck solution is the green choice for multi-temperature transport. Flexible  

temperature control with fixed or separate evaporator units. The device runs on energy  

supplied by the truck’s engine, without any additional diesel fuel. Same effectiveness,  

smaller carbon footprint.

QUIET AND COST-EFFECTIVE 
The quiet hydraulic engine of the temperature control unit means less noise during night  

and morning deliveries. As the hydraulic engine also requires little maintenance and no  

separate diesel fuel to run, its operational and life cycle costs are significantly reduced. 

ECOLOGICALLY MAXIMIZED  
USE OF CARGO SPACE

Lumikko L5H is ideal as a power source  
for temperature controlled bodies of  
small and medium-sized trucks. 
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TRUCK SOLUTION

L5H TECHNICAL DATA

Technical data

Weight    450 kg

Engine    Hydraulic engine

Compressor   Hybrid BHS

Refrigerant   R452A / 5,0 kg

Applications

FRC max    8,5 m

FNA max    13,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In diesel mode  9481 W  5014 W 

In electric mode   9202 W  4935 W

Heating capacity at an outdoor temperature of -20 °C

In diesel mode   5600 W 

In electric mode   5600 W 

Fan power

Evaporator air volume  2400 m3/h 

Air exit speed  17,8 m/s
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Lumikko L6H is ideal as a power source  
for temperature controlled bodies of  
medium-sized and large trucks. 

L6H

ECOLOGICAL EFFECTIVENESS 
The L6H truck solution is the green choice for multi-temperature transport. Flexible  

temperature control with fixed or separate evaporator units. The device runs on energy  

supplied by the truck’s engine, without any additional diesel fuel. Same effectiveness,  

smaller carbon footprint.

QUIET AND COST-EFFECTIVE 
The quiet hydraulic engine of the temperature control unit means less noise during night  

and morning deliveries. As the hydraulic engine also requires little maintenance and no  

separate diesel fuel to run, its operational and life cycle costs are significantly reduced. 

VERSATILE AND  
ECO-EFFECTIVE 

TRUCK SOLUTION
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FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

L6H TECHNICAL DATA

Technical data

Weight    450 kg

Engine    Hydraulic engine 

Compressor   Hybrid BHS

Refrigerant   R452A / 7,0 kg

Applications

FRC max    9,0 m

FNA max    15,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In hydraulic mode   11394 W  6117 W

In electric mode   11206 W  6057 W

Heating capacity at an outdoor temperature of -20 °C

In hydraulic mode   10500 W

In electric mode  10500 W

Fan power

Air volume   3740 m3/h

Air exit speed  10,0 m/s
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Lumikko UMT6H is ideal as a power source 
for temperature controlled bodies of  
medium-sized and large trucks. 

UMT6H

ECOLOGICALLY EFFECTIVE 
The UMT6H truck solution is the green choice for under-the-body temperature control.  

The device runs on energy supplied by the truck’s engine, without any additional diesel fuel. 

Same effectiveness, smaller carbon footprint. 

QUIET AND COST-EFFECTIVE 
The quiet hydraulic engine of the temperature control unit means less noise during night and 

morning deliveries. As the hydraulic engine also requires little maintenance and no separate 

diesel fuel to run, its operational and life cycle costs are significantly reduced.

ECO-EFFECTIVENESS 
UNDER THE BODY 

TRUCK SOLUTION
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The hydraulic motor enables the unit to receive its power from the 

transport vehicle’s PTO. This reduces not only the fuel consumption 

by transport but also its harmful impact on the environment.

UMT6H TECHNICAL DATA

Technical data

Weight    450 kg

Engine    Hydraulic engine 

Compressor   Hybrid BHS

Refrigerant   R452A / 7,0 kg

Applications

FRC max    9,0 m

FNA max    15,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In hydraulic mode   11625 W  6542 W

In electric mode   11600 W  6328 W

Heating capacity at an outdoor temperature of -20 °C

In hydraulic mode   5600 W

In electric mode  5600 W 

Fan power

Air volume   3740 m3/h

Air exit speed  12,0 m/s
FreeZone is the symbol of Lumikko’s ecofriendly thinking.  

Read more: www.lumikko.com
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Lumikko L7EVO is ideal as a power source  
for temperature controlled bodies of  
medium-sized and large trucks. 

POWER ONTO THE MARKET
TRUCK SOLUTION

L7EVO

COOLING POWER
Lumikko L7 has long been one of the market’s most effective diesel powered truck solutions.  

The modernized L7EVO brings a narrower design even to the size class of extremely powerful systems. 

RELIABLE TECHNOLOGY 
AND NEW INNOVATIONS
The result of long-term user experiences and product development, L7EVO is a versatile,  

reliable and powerful system suitable even for the most demanding multi-temperature transports.  

With modern design and updating, the L7EVO became about 25 cm narrower than the previous model.
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TAMING CIRCUMSTANCES
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FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

Cooling capacity at an outdoor temp. of +30°C (0°C -20°C)

In diesel mode    11486 W 6558 W 

In electric mode   11931 W 6666 W 

Heating capacity at an outdoor temperature of -20°C 

In diesel mode   10000 W  

In electric mode  3500 W  

    

Fan power   

Evaporator air volume 2910 m3/h 

Air exit speed  8,1 m/s

L7EVO TECHNICAL DATA

Technical data 

Weight   620 kg

Diesel engine  3 cylinders / 16 kW

Compressor  4 cylinders

Electric motor 9 kW

Refrigerant  R452A / 7,0 kg

Applications 

FRC max   15,0 m

FNA max  15,0 m
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LT9M

Lumikko LT9M is ideal as a power source 
for temperature controlled medium-sized 
trailers.

TRAILER SOLUTION

SIMPLY RELIABLE 
Simple, cost-effective and reliable technology, including  

mechanical transmission, cuts costs and improves efficiency.

QUIET AND LIGHTWEIGHT 
The new modern diesel engine runs more quietly and at a lower  

speed than before. Simplified technology decreases total weight. 

RELIABLE  
POWER
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EFFICIENCY
The diesel motor’s standard running speed and the 

cooling system’s power regulation give you more relia-

bility as well as low operating and maintenance costs.

SILENT POWER   
Steplessly regulated condenser blowers and a new  

exhaust manifold damper give you a low sound level. 

The open compressor is quiet and vibration-free.

MAINTENANCE-FREE
At regular maintenance, the only thing that requires 

maintenance in addition to filters and oil change is the 

water pump belt. Thanks to the stronger components, 

much of the operating costs will be saved.
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EASY USER LOGIC
The user-friendly user panel makes it easy and clear to 

use the device. Accurate steering and optimization of 

the motor’s running time give you longer maintenance 

intervals and better function.
FreeZone is the symbol of Lumikko’s ecofriendly thinking.  

Read more: www.lumikko.com

LT9M TECHNICAL DATA*

Technical data

Weight   900 kg

Diesel engine  4 cylinders / 19 kW

Compressor  4 cylinders / Open compressor 

Generator   11 kW / Induction generator

Refrigerant  R452A / 8,0 kg

Applications

FRC max    15,0 m

FNA max    over 20,0 m

Cooling capacity at an outdoor temperature of +30 °C

Transportation temperature 0 °C -20 °C

In diesel mode  14935 W 7814 W  

In electric mode  9478 W 7615 W

Heating capacity at an outdoor temperature of -20 °C

In diesel mode  10100 W

In electric mode  10100 W

Fan power

Evaporator air volume 4800 m3/h 

Air exit speed  18,0 m/s

*) Please ask Lumikko Technologies Oy about suitability in a certain country.
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MTE7

Lumikko MTE7 is suitable for multi- 
temperature compartmentations in all 
Lumikko truck tractor and trailer solutions.

FLEXIBLE TRANSPORTS

EVAPORATOR

MTE7 TECHNICAL DATA

Technical data

Weight   48 kg

Dimensions  990 x 699 x 199 mm

Air volume  2760 m3/h

Cooling capacity at an outdoor temp. of +30 °C

Transportation temp.  0 °C  -20 °C

In diesel mode   8000 W  4200 W 

In electric mode  7900 W  4300 W

Heating capacity at an outdoor temp. of -20 °C

In diesel mode  3000 W

FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

VERSATILITY
The compartmentation of the cargo space makes transports more flexible: you can carry chilled and 

frozen foods at the same time. Thus the utilization rate of the transport equipment is increased. 

SMALL AND COMPACT
Product development and the new design are also visible in the new MTE7 evaporator. With its impres-

sive exterior, MTE7 is 10 cm narrower than its predecessor and fits better in narrow compartments. 

EFFECTIVE AIR CIRCULATION
Although narrow, the evaporator is still an effective model that blows in two directions. Its power and 

durable frame secure even demanding transport temperatures and improve the air circulation in the 

cargo space.
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MTE8

FLEXIBLE TRANSPORTS 
Compartmentalising the cargo space brings versatility and flexibility,  

enabling the transport of fresh and frozen goods in the same vehicle.

OPTIMUM AIR CIRCULATION 
The evaporator blows air in two directions to improve the air circulation in the cargo space.

EFFECTIVE AND DURABLE 
The device’s high power and strong body structure ensure suitable temperatures  

even in demanding transportation conditions.

DURABLY EFFECTIVE

MTE8 TECHNICAL DATA

Technical data

Weight   55 kg

Dimensions  985 x 730 x 200 mm

Air volume  2760 m3/h

Cooling capacity at an outdoor temp. of +30 °C

Transportation temp. 0 °C  -20 °C

In diesel mode  9020 W  4660 W 

In electric mode  8970 W  4900 W

Heating capacity at an outdoor temp. of -20 °C

In diesel mode   3000 W

FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com

Lumikko MTE8 is suitable for multi- 
temperature compartmentations in all 
Lumikko truck tractor and trailer solutions.

EVAPORATOR
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VERSATILE TRANSPORTS 
Lumikko’s range of evaporators grows with new addi-

tions to MTE series. New sizes bring more adaptability 

to temperature-controlled transports than ever before. 

ADAPTABILITY 
Compartmentalisation of cargo space brings versatility 

and flexibility and enables transportation of chilled and 

frozen goods in the same vehicle. 

MORE RELIABLE 
Improved suction grille design of the fans prevents  

the units from freezing, while cable shielding  

prevents disruptions. Together, these changes  

improve reliability. 

EASY TO INSTALL AND MAINTAIN 
Simplifications introduced to the evaporator’s  

circuit design allow for easier product installation.  

With easy-to-install spare parts, maintenance is  

quick and easy. 
FreeZone is the symbol of Lumikko’s ecofriendly thinking.  

Read more: www.lumikko.com

Lumikko MTE11, MTE14 and MTE22 are 
suitable for multi- temperature compartmen-
tations in all Lumikko truck tractor and trailer 
solutions.

MTE11, MTE14, MTE22

Technical data  MTE11   MTE14   MTE22

Weight    65 kg   77 kg   110 kg

Dimensions   1100 x 225 x 825 mm 1400 x 225 x 825 mm 2200 x 225 x 825 mm

Air volume   3 160 m3/h  3160 m3/h   3851 m3/h

Cooling capacity at an outdoor temp. of +30 °C

Transportation temperature 0 °C  -20 °C  0 °C  -20 °C  0 °C -20 °C

In diesel mode   9200 W  5100 W   10100 W  5600 W 11500 W 6000 W

In electric mode   9200 W  5100 W  10100 W  5600 W 11500 W 6000 W

Heating capacity at an outdoor temp. of -20 °C

In diesel mode    3000 W   3000 W  3600 W

MTE11/14 MTE22

ADAPTABILITYMULTI-TEMPERATURE 

EVAPORATOR

TECHNICAL DATA
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LC3UP
USER PANEL

USABILITY
A colour display with high contrast and a user-friendly keypad  

make it easier for the driver and the maintenance personnel. 

SERVICEABILITY
The display informs you clearly of errors and easy diagnostics.  

With the USB port, it is easy to update software and load it to a USB key.

INNOVATIVE CONTROL

Lumikko LC3UP is suitable for all  
Lumikko temperature control units.

EASY TO USE

The clear symbols in the menu and the  

languages in the panel make it easy to use.
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CUSTOMIZATION 
The main display can be customized for different uses and backgrounds. Sizes of texts 

and symbols can be changed when necessary, and temperatures in different compart-

ments can be followed at the same time. The automatic dimming adjusts the display’s 

brightness and contrast optimizing readability in the truck and in direct sunlight.

EASY INSTALLATION
In the truck, the user panel can be installed directly in the cab radio opening and 

outside the trailer unit. The panel is strong and resists severe conditions, sunlight, 

moisture, salt etc.
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LC3UP TECHNICAL DATA

Excellent graphical user interface

Excellent 4” TFT display 800 x 480 dots, full colour, sunlight readable

1 on/off key, 4 function keys, adjustable backlight colour and brightness

Extended temperature range

Storage: -40 to +80˚C

Operation: -30 to +70˚C

Communication

1 x CAN bus dedicated for Lumikko Master Control Unit

1 x AUX CAN bus

1 x AUX RS-232

1 x USB Host (front accessible for memory stick)

Power

12/24 VDC battery systems

A COLOUR DISPLAY WITH HIGH CONTRAST

By dimming the display’s background light function you get  

a good angle of view and readability in sunlight both inside  

and outside.

THE USB PORT

Software can be updated easily  

and reports loaded to a USB key.

A USER-FRIENDLY KEYPAD

The clear symbols in the menu and the  

languages in the panel make it easy to use.

STRONG CONSTRUCTION

The user panel is strong and resists  

severe conditions.

FreeZone is the symbol of Lumikko’s ecofriendly thinking.  
Read more: www.lumikko.com
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FRC max 
FNA max 

Diesel engine / Hydraulic engine 
Compressor
Electric motor
Refrigerant
Evaporator air volume 
Air exit speed
Weight

Cooling capacity at an outdoor temperature of +30 °C
Transportation temperature
In diesel mode / In hydraulic mode*
In electric mode

Heating capacity at an outdoor temperature of -20 °C
In diesel mode / In hydraulic mode*
In electric mode 

8,5 m 8,5 m
13,0 m 13,0 m

3 cyl / 16 kW Hydraulic
4 cyl / Hybrid BHS Hybrid BHS
-
R452A / 5,0 kg R452A / 5,0 kg
2400 m3/h 2400 m3/h
17,8 m/s 17,8 m/s
450 kg 450 kg

0 °C / -20 °C 0 °C / -20 °C
9481 W / 5014 W 9481 W / 5014 W
9202 W / 4935 W 9202 W / 4935 W

5600 W 5600 W*
5600 W 5600 W

SUITABILITY

TECHNICAL DATA

PRODUCT

TRUCK SOLUTIONS TRAILER SOLUTIONS

AN EXTERNAL EVAPORATOR 
INCREASES THE UTILIZATION 
RATE OF YOUR TRANSPORT 
EQUIPMENT WITH SEVERAL 
COMPARTMENTATION  
POSSIBILITIES.

LT9M MTE7 MTE8 MTE11 MTE14 MTE22L5BHS L5H L6BHS L6H L7EVO

SELECT THE PRODUCT  
THAT IS MOST SUITABLE  
FOR YOUR PURPOSE.

9,0 m  9,0 m
15,0 m  15,0 m

3 cyl / 16 kW Hydraulic
4 cyl / Hybrid BHS Hybrid BHS
-
R452A / 7,0 kg R452A / 7,0 kg
3740 m3/h 3740 m3/h
10,0 m/s 10,0 m/s
460 kg 450 kg

0 °C / -20 °C 0 °C / -20 °C
11394 W / 6117 W 11394 W / 6117 W*
11206 W / 6057 W 11206 W / 6057 W*

8500 W 10500 W*
4600 W 10500 W

15,0 m
15,0 m

3 cylinders / 16 kW
4 cylinders
9 kW
R452A / 7,0 kg
2910 m3/h
8,1 m/s
620 kg

0 °C / -20 °C
11486 W / 6558 W
11931 W / 6666 W

10000 W
3500 W

15,0 m
over 20,0 m

4 cylinders / 19 kW
4 cylinders / Open compressor
11 kW / Induction generator
R452A / 8,0 kg
4800 m3/h
18,0 m/s
900 kg

0 °C / -20 °C
14935 W / 7814 W
9478 W / 7615 W

10100 W
10100 W

UMT6BHS UMT6H

9,0 m 9,0 m
15,0 m 15,0 m

3 cyl / 16 kW Hydraulic
4 cyl / Hybrid BHS Hybrid BHS
-
R452A / 7,0 kg R452A / 7,0 kg
3800 m3/h 3740 m3/h
12,0 m/s 12,0 m/s
460 kg 450 kg

0 °C / -20 °C 0 °C / -20 °C
11625 W / 6542 W 11625 W / 6542 W*
11600 W / 6328 W 11600 W / 6328 W*

5600 W 5600 W*
5600 W 5600 W

Dimensions: 1100 x 225 x 825 mm

3160 m3/h 

65 kg

0 °C / -20 °C 
9200 W / 5100 W
9200 W / 5100 W

3000 W 
-

Dimensions: 990 x 699 x 199 mm

2760 m3/h 

48 kg

0 °C / -20 °C 
8000 W / 4200 W
7900 W / 4300 W

3000 W 
-

Dimensions: 985 x 730 x 200 mm

2760 m3/h 

55 kg

0 °C / -20 °C 
9020 W / 4660 W
8970 W / 4900 W

3000 W 
-

EVAPORATORS

Dimensions: 1400 x 225 x 825 mm

3160 m3/h 

77 kg

0 °C / -20 °C 
10100 W / 5600 W
10100 W / 5600 W

3000 W
-

Dimensions: 2200 x 225 x 825 mm

3851 m3/h 

110 kg

0 °C / -20 °C 
11500 W / 6000 W
11500 W / 6000 W

3600 W 
-

LT9M MTE7 MTE8 MTE11 MTE14 MTE22L5BHS L5H L6BHS L6H L7EVOUMT6BHS UMT6H

MTE7

64–100 m3

MTE7
MTE8

90–115 m3

MTE7
MTE8

MTE14

MTE14 M
TE2

2

128–150 m3

MTE7
MTE8

MTE14

90–115 m3

MTE14 M
TE2

2

MTE7
MTE8 M

TE2
2

M
TE1

4

MTE7

100–140 m3

MTE7
MTE8

MTE14

MTE7

MTE7

MTE7

MTE7

MTE7

MTE8

MTE8

MTE8

MTE14 M
TE2

2

MTE14 M
TE2

2

MTE7
MTE8 M

TE2
2

MTE11

M
TE11

MTE7

MTE11 MTE14

MTE14

M
TE1

4

MTE7
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HIGH QUALITY ORIGINAL SPARE PARTS
Prompt delivery. Genuine Lumikko spare parts  

ensure optimum performance and reliability.

FUNCTIONING COOPERATION
Customer-oriented service is one of our most  

important valuations – we are available to the  

customer during the entire lifetime of the machine.

CUSTOMER SUPPORT
Our friendly employees understand customers’ needs 

and are ready to help with any problems related to 

temperature controlled transports.

SERVICE NETWORK
The Lumikko service network keeps expanding.  

We wish to make sure that customers get our help 

wherever it is needed.

AFTERSALES SERVICE

L-CARE SERVICE AGREEMENT
-  Makes the machine more reliable

-  Regular maintenance

-  No unexpected costs

-  Increases the machine’s resale value

-  The machine’s service history documented

50 // Lumikko Temperature Control Units Lumikko Temperature Control Units // 51 Lumikko Temperature Control Units // 51 50 // Lumikko Temperature Control Units



// An Ecological Solution for  
Transport Temperature Control

GREEN TECHNOLOGY 

FreeZone is the symbol of Lumikko’s ecofriendly thinking.

Read more

Lumikko Technologies Oy
Postal address: P.O.Box 304 // 60101 Seinäjoki // Finland

Visitor address: Kylmätie 1 // 60560 Hyllykallio, Seinäjoki // Finland
Tel. +358 (0)10 835 5450

lumikko@lumikko.com // www.lumikko.com
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